Litinové retro radidtory | Gusseisen Retroheizkdrper | Cast iron radiators

® © 2011 by Laurens

Laurens$S Liberty 760-F
DESIGNRADIATORS na zem | Bodenstehend | floor standing version

Indikace vykonu | Indikative Leistung | indicative output 75/65°C Technicky list | Technische Zeichnung | technical drawing
137 Watt Viechny rozméry v [mm] | alle Abmessunen in [mm] | all dimensions in [mm]

(na ¢lanek | pro Gleid | per section) L...délka radiatoru | L..Gesamtlange | L...length of radiator

Jen topeni, (uzavreny) topny systém (voda)

' Nur Heizung, (geschlossenes) Heizsystem (Wasser) *+(2-4 mm) tésnéni | Dichtungsring | gaskit
el ==
N~

Heating only, (closed) heating system (water)

225
Jen elektricky provoz (na dotaz) )
. Rein elektrisch (auf Anfrage) o Lo —
Electric version only (on request) m A /ﬁ\@m\
MozZnosti pFipojeni | Anschlussméglichkeiten | Connections
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Uhlopfricné boc¢ni boéni spodni L/P v
wechselseitig einseitig seitlich unten L/R
diagonal one side bottom on side L/R
Roztece pro ventily | Ventilabstiande | Distances for valves E I I I I I I Mﬁ 0
Ventil | valve ArtDECO K=55mm, V=55mm Yy u U e

Ventil | valve Liberty K=55mm, V=55mm

Ventil | valve EPOCA K=60mm, V=45mm (+10 zavit | Gewinde | winding)
Ventil | valve ANUOVA K=55mm, V=55mm 15 78 xn° el. 15 250 min. 30
Ventil | valve Buckingham Major K=49mm, V=49mm

Tolerance | Toleranz | tolerance +/- 5mm Tolerance na ¢lanek | Toleranz pro Glied | tolerance per section +/- 5mm
2 Litina | Gusseisen | Cast iron ﬂ Parametry | Tech.Daten | data L Délky | Ldngen | lengths
/y $edad litina | Grauguss | grey cast iron i max. 4 bar «| min. 3 max. 31 ¢lankd | Glieder | sections
- 2 vysky | Hohen | heights Q max. 90° C 7| po | nach | each 78 mm
2% Povrch | Oberflache | surface Elektricky | Elektrisch | el. version —__ | Dodani | Lieferung | Delivery
/y RAL 7022 Sedé | Umbragrau | umbra grey || (22)|| - 230V, 50Hz | max. 2000 Watt pa ol 4-6 tydnti | Wochen | weeks
N\ +% ostatni | andere | other RAL na dotaz | auf Anfrage | on request - +2-4 projetky | fur Projekte | for projects




Litinové retro radidtory | Gusseisen Retroheizkdrper | Cast iron radiators

® © 2011 by Laurens

LaurensS Liberty 760-W
DESIGNRADIATORS na sténu | Wandvariante | wall mounted version

Indikace vykonu | Indikative Leistung | indicative output 75/65°C Technicky list | Technische Zeichnung | technical drawing
137 Watt Viechny rozméry v [mm] | alle Abmessunen in [mm] | all dimensions in [mm]

(na ¢lanek | pro Gleid | per section) L...délka radiatoru | L..Gesamtlange | L...length of radiator

Jen topeni, (uzavreny) topny systém (voda)

' Nur Heizung, (geschlossenes) Heizsystem (Wasser) *+(2-4 mm) tésnéni | Dichtungsring | gaskit
el ==
N~

Heating only, (closed) heating system (water)

Jen elektricky provoz (na dotaz)

. Rein elektrisch (auf Anfrage) 7ﬁm 3 ?/@ Q

Electric version only (on request)
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Moznosti pfipojeni | Anschlussméglichkeiten | Connections = €
M
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Uhlopfricné boc¢ni boéni spodni L/P V] >§ -g
wechselseitig einseitig seitlich unten L/R ) s
diagonal one side bottom on side L/R g
INY =
Roztece pro ventily | Ventilabstiande | Distances for valves v E I I I I I I I [ J 0 v i
Ventil | valve ArtDECO K=55mm, V=55mm g4 L =260mm
Ventil | valve Liberty K=55mm, V=55mm oy
Ventil | valve EPOCA K=60mm, V=45mm (+10 zavit | Gewinde | winding) . - _
Ventil | valve ANUOVA K=55mm, V=55mm 15 78 xn° el. 15
Ventil | valve Buckingham Major K=49mm, V=49mm
Tolerance | Toleranz | tolerance +/- 5mm Tolerance na ¢lanek | Toleranz pro Glied | tolerance per section +/- 5mm
2 Litina | Gusseisen | Cast iron ﬂ Parametry | Tech.Daten | data 0 Délky | Lingen | lengths
/y $edad litina | Grauguss | grey cast iron i max. 4 bar «| min. 3 max. 30 ¢lankl | Glieder | sections
- 2 vysky | Hohen | heights Q max. 90° C 7| po | nach | each 78 mm
2% Povrch | Oberflache | surface Elektricky | Elektrisch | el. version —__ | Dodani | Lieferung | Delivery
/y RAL 7022 Sedé | Umbragrau | umbra grey || (22)|| - 230V, 50Hz | max. 2000 Watt pa ol 4-6 tydnti | Wochen | weeks
N\ +% ostatni | andere | other RAL na dotaz | auf Anfrage | on request - +2-4 projetky | fur Projekte | for projects




Litinové retro radidtory | Gusseisen Retroheizkdrper | Cast iron radiators

® © 2011 by Laurens

Laurens$S Liberty 950-F
DESIGNRADIATORS na zem | Bodenstehend | floor standing version

Indikace vykonu | Indikative Leistung | indicative output 75/65°C Technicky list | Technische Zeichnung | technical drawing
182 Watt Véechny rozméry v [mm] | alle Abmessunen in [mm] | all dimensions in [mm]

(na ¢lanek | pro Gleid | per section) L...délka radiatoru | L..Gesamtlange | L...length of radiator

Jen topeni, (uzavreny) topny systém (voda)

' Nur Heizung, (geschlossenes) Heizsystem (Wasser) *+(2-4 mm) tésnéni | Dichtungsring | gaskit
el ==
N~

Heating only, (closed) heating system (water)

225
Jen elektricky provoz (na dotaz) )
. Rein elektrisch (auf Anfrage) o Lo —
Electric version only (on request) m A /ﬁ\@m\
MozZnosti pFipojeni | Anschlussméglichkeiten | Connections
> > | > < o~ JI W
Ln o <]
ooL e, 00R 01L 01R >|04L o4|=aI< 2 g = || 2]
Uhlopfricné boc¢ni boéni spodni L/P v
wechselseitig einseitig seitlich unten L/R
diagonal one side bottom on side L/R
Roztece pro ventily | Ventilabstiande | Distances for valves E I I I I I I Mﬁ 0
Ventil | valve ArtDECO K=55mm, V=55mm Yy u U e

Ventil | valve Liberty K=55mm, V=55mm

Ventil | valve EPOCA K=60mm, V=45mm (+10 zavit | Gewinde | winding)
Ventil | valve ANUOVA K=55mm, V=55mm 15 78 xn° el. 15 250 min. 30
Ventil | valve Buckingham Major K=49mm, V=49mm

Tolerance | Toleranz | tolerance +/- 5mm Tolerance na ¢lanek | Toleranz pro Glied | tolerance per section +/- 5mm
2 Litina | Gusseisen | Cast iron ﬂ Parametry | Tech.Daten | data L Délky | Ldngen | lengths
/y $edad litina | Grauguss | grey cast iron i max. 4 bar «| min. 3 max. 31 ¢lankd | Glieder | sections
- 2 vysky | Hohen | heights Q max. 90° C 7| po | nach | each 78 mm
2% Povrch | Oberflache | surface Elektricky | Elektrisch | el. version —__ | Dodani | Lieferung | Delivery
/y RAL 7022 Sedé | Umbragrau | umbra grey || (22)|| - 230V, 50Hz | max. 2000 Watt pa ol 4-6 tydnti | Wochen | weeks
N\ +% ostatni | andere | other RAL na dotaz | auf Anfrage | on request - +2-4 projetky | fur Projekte | for projects




Litinové retro radidtory | Gusseisen Retroheizkdrper | Cast iron radiators

® © 2011 by Laurens

Laurens$S Liberty 960-W
DESIGNRADIATORS na sténu | Wandvariante | wall mounted version

Indikace vykonu | Indikative Leistung | indicative output 75/65°C Technicky list | Technische Zeichnung | technical drawing
182 Watt Véechny rozméry v [mm] | alle Abmessunen in [mm] | all dimensions in [mm]

(na ¢lanek | pro Gleid | per section) L...délka radiatoru | L..Gesamtlange | L...length of radiator

Jen topeni, (uzavreny) topny systém (voda)

' Nur Heizung, (geschlossenes) Heizsystem (Wasser) *+(2-4 mm) tésnéni | Dichtungsring | gaskit
el ==
N~

Heating only, (closed) heating system (water)

Jen elektricky provoz (na dotaz)

. Rein elektrisch (auf Anfrage) 7ﬁm 3 ?/@ Q

Electric version only (on request)
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Moznosti pfipojeni | Anschlussméglichkeiten | Connections = €
M
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Uhlopfricné boc¢ni boéni spodni L/P V] >§ -g
wechselseitig einseitig seitlich unten L/R ) s
diagonal one side bottom on side L/R g
INY =
Roztece pro ventily | Ventilabstiande | Distances for valves v E I I I I I I I [ J 0 v i
Ventil | valve ArtDECO K=55mm, V=55mm g4 L =260mm
Ventil | valve Liberty K=55mm, V=55mm oy
Ventil | valve EPOCA K=60mm, V=45mm (+10 zavit | Gewinde | winding) . - _
Ventil | valve ANUOVA K=55mm, V=55mm 15 78 xn° el. 15
Ventil | valve Buckingham Major K=49mm, V=49mm
Tolerance | Toleranz | tolerance +/- 5mm Tolerance na ¢lanek | Toleranz pro Glied | tolerance per section +/- 5mm
2 Litina | Gusseisen | Cast iron ﬂ Parametry | Tech.Daten | data 0 Délky | Lingen | lengths
/y $edad litina | Grauguss | grey cast iron i max. 4 bar «| min. 3 max. 30 ¢lankl | Glieder | sections
- 2 vysky | Hohen | heights Q max. 90° C 7| po | nach | each 78 mm
2% Povrch | Oberflache | surface Elektricky | Elektrisch | el. version —__ | Dodani | Lieferung | Delivery
/y RAL 7022 Sedé | Umbragrau | umbra grey || (22)|| - 230V, 50Hz | max. 2000 Watt pa ol 4-6 tydnti | Wochen | weeks
N\ +% ostatni | andere | other RAL na dotaz | auf Anfrage | on request - +2-4 projetky | fur Projekte | for projects
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